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Front View of Connector Interface

Material Number Description Length [M]
1203550002 D/E Cordset straight 0.25
1203550014 D/E Cordset straight 0.50
1203550015 D/E Cordset straight 1.00
1203550016 D/E Cordset straight 1.50
1203550017 D/E Cordset straight 2.00
1203550018 D/E Cordset straight 5.00
1203550019 D/E Cordset straight 8.00
1203550020 D/E Cordset straight 10.00
1203550021 D/E Cordset straight 15.00
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M12-4+2 CHT Cordset
Patch Cord Male--Male
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Description:
M12 Hybrid Cordset
Transmission after CAT5 (Signal contacts only)
Special Keyway 4+2
Cordset to be free of paint wetting impairment substances
 
Electrical Data:
Signal: 4 Poles
Max Voltage 30V
Max. Current: 12A at 55°C
Contact Resistance: 5 mOhm
Insulation Resistance: 100 MOhm
Impedance: 100 Ohm 
HF capability: CAT5
 
Power: 2 Poles
Max. Voltage 30V
Max. Current 12A
Contact Resistance: 5 mOhm
Insulation Resistance: 100 MOhm
 
Enviromental:
Protection: IP67
Temperature Range: -25°C to 75°C
 
Packaging:
Refer to PK-120355-002
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