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DESPCRIPTION 

 Rectangular LED 

 2.4 x 7.1 x 7.8mm 

 Lens Color: Red Diffused 

 
FEATURES 

 Emitted Color: Red 

 Technology: GaAlAs Viewing 

angle: 122 Degrees 

 
 
 

 

 

 

 

 
 
 
 
Note:  
1. All dimensions are in millimeter, tolerance is ±0.25mm unless otherwise noted. 

2. Specifications are subject to change without notice. 
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ABSOLUTE MAXIMUM RATINGS                                                         (Ta=25C) 

Parameter Symbol Ratings Unit 

Forward Current IF 40 mA 

Peak Forward Current Duty 1/10@ 10KHz IFP 120 mA 

Power Dissipation PD 120 mW 

Reverse Current @5V Ir 10 µA 

Operating Temperature Range TOPR -40 ~ +85 C 

Storage Temperature Range TSTG -40 ~ +100 C 

* Static Electricity or power surge will damage the LED. Use of a conductive wrist band or  

anti-electrosatic glove is recommended when handing these LED. All devices, equipment and 

machinery must be properly grounded. 

 
 
TYPICAL OPTICAL-ELECTRICAL CHARACTERISTICS                (Ta=25C) 

 

Note:  

1. The forward voltage data did not include ±0.1V testing tolerance 

2. The luminous intensity data did not include ±15% testing tolerance 

PART 

NUMBER 
CHIP 

COLOR 
Peak 
wave 

length 
λD nm 

Spectral 
halfwidth 
ᇞλnm 

Forward 
voltage 
@20mA 

(V) 

Luminous 
intensity 
@20mA 
(mcd) 

Viewing 
Angle 
2θ1/2 
(deg) 

Emitted  Lens Min Max Min Typ 

L423SRD GaAlAs Red 
Red 

Diffused 
660 20 1.7 2.4 28 50 122 
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TYPICAL ELECTRO-OPTICAL CHARACTERISTICS CURVE 

 

 

Fig.6 Directivity Radiation 
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SOLDERING CONDITION (Pb-Free) 
 

 
 

 
Note:  
 
1. Wave solder should not be made more than one time. 

2. You can just only select one of the soldering conditions as above. 
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RELIABILITY TEST 
 

 


