
 
 
 
 

 

Product Change Notification 
 
 
  TE Connectivity  

Product Change Notification: E-14-001377 

 
 

 

PCN Date:  19-AUG-14

 

TE would like to inform you of the following change(s) to the listed TE Connectivity Product. In case of any further questions about this change(s), please contact your TE 
Connectivity Sales Engineer. Affected part, drawing and/or specification numbers are listed on the attached sheet(s). 

 
General Product Description: 

Universal Mate-N-lok 
 

 
Description of Changes 

In an effort to address the parts getting larger due to moisture absorption, TE connectivity has modified the nominal dimension and tolerances considering the moisture 

absorption phenomenon. Print changes only no change in the physical part. 
 

 
Reason for Changes: 

Product Improvement. 

Estimated Dates: 

Last Order Date (Obsolete Parts Only): First Date To Ship (Changed Parts Only): 

Last Ship Date (Obsolete Parts Only): Last Date for Mixed Shipments: (Changed Parts Only): 

No Mixed Shipments 
 

 
 

The documents listed below are being modified. Related parts that are not explicitly listed on this PCN are not being modified or discontinued as per the PCN. The Last Order 
Date, Last Ship Date, First Date to Ship Changed Parts and last date for Mixed Shipments apply only to parts explicitly listed on this PCN. 

Note:  This PCN contains only document  changes, these changes do not affect the form, fit or function of the parts referenced. 
 

 
Customer Drawing(s) Being Modified: 

 

Drawing NumberCurrent RevisionNew Revision
794714 L  
794715 L  

 

 
   

 

 
The documents listed below are being modified. Related parts that are not explicitly listed on this PCN are not being modified or discontinued as per the PCN. The Last Order 

Date, Last Ship Date, First Date to Ship Changed Parts and last date for Mixed Shipments apply only to parts explicitly listed on this PCN. 
 

 
Customer Drawing(s) Being Modified: 

 

Drawing NumberRelated Part NumberCurrent RevisionNew Revision
794714 794714-1 L 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 


